


The TS1-GPS operates at 8—40 volts DC. Because it uses the intersection controller’s power
and GPS technology, no trenching between controllers is required.

The TS1-GPS automatically adjusts to daylight savings time and has a programming option
to disable DST should you live in an area that does not observe it (Arizona & Hawaii for
example).

Installation is simple with three wires: power, ground and the time reset input connections and
comes ready-to-install. The control unit mounts with a 35 mm DIN Rail clip on existing DIN
Rail or with a four inch piece provided in the installation Kit.

FEATURES

Uses the Traffic Controller’s Time Reset Input

Flexible Time Selection: schedule the hour & minute for reset

Reset Options: schedule 1, 3, 6, 12, or 24 times a day

Easy to Configure—Six Parameters: hour, minute, time zone, DTS, reset frequency,
falling or rising edge trigger

Time Reset Cannot be Interrupted while Navigating Menus
Nonvolatile Memory: program retained with power loss

Flexible Power: runs off 8—40 volts DC

All Solid State: no moving parts

Passive: no transmitting equipment

Automatically Adjusts to Daylight Savings Time with Option to Disable
Easy to Read High Contrast LCD Screen

TimeSync1- GPS SPECIFICATIONS

DIMENSIONS ... 4"Hx5¥Wx 14D
Input Voltage Range.............cooeeiiiiiiiiiii e, 8 volts DC to 40 volts DC
POWET ... e 8-40 VDC, 100 mA
COoNtrol......oee e Isolated Open Collector Output
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